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This paper presents a new method to increase the measurement
resolution of quadrature encoders. The method contains an adapt-
ive signal correction step and a signal interpolation step. Meas-
ured encoder signals contain imperfections including amplitude
differences, mean offsets, and quadrature phase shift errors. With
the proposed method, these errors are first corrected by using re-
cursive least squares (RLS) estimation with exponential forgetting
and resetting. Then, the corrected signals are interpolated to
higher order sinusoids using a quick access look-up table gener-
ated offline. The position information can be obtained with the
conversion of these high-order sinusoids to binary pulses and
counting the zero crossings. Using the method presented here, a
10 nm measurement resolution is obtained using an encoder with
1 lm off-the-shelf resolution. Validation of the method and the
practical limitations are also presented. Further increase in the
resolution can be achieved by minimizing the effects of the electri-
cal noise. [DOI: 10.1115/1.4026315]
1 Introduction
Applications of the precision motion control systems have been
steadily increasing with the increasing demand for micro/nano
technology related equipment [1–4]. Performance of a feedback
based motion control system depends strongly on the precision
and the resolution that can be obtained from its sensor since it
provides the measured position information. Minimum achievable
resolution of an optical encoder by decreasing the pitch of its scale
grating is limited by the available manufacturing technologies
[5,6]. With the technologies of today, commercially available lin-
ear optical encoders may be produced with 0.512 lm scale grating
which corresponds to 0.128 lm optical resolution.
Further improvement of the encoder resolution is possible by
using signal processing (noise reduction and correction) and inter-
polation methods. Most interpolation methods assume ideal
encoder signals with a quadrature phase difference between them.
However, encoder signals usually contain some errors due to man-
ufacturing tolerances of their scales, assembly problems, external
environment conditions, and electrical grounding problems. Inter-
polation errors occur while extracting the position information
from encoder signals distorted with such errors. Therefore, these
errors have to be corrected before an interpolation method is
applied.
Many different approaches have been developed to correct the
distorted encoder signals containing amplitude errors, mean off-
sets, and quadrature phase shift errors. In Ref. [7], errors in
encoder signal pairs are determined effectively using least squares
minimization. Then, the signal is corrected based on the calcu-
lated error values. Since the correction parameters are calculated
offline, this method does not offer effective compensation when
the error varies throughout the motion as observed in Refs. [5]
and [8]. In Ref. [9], a gradient search method is used to calculate
the correction parameters online. The performance of this method
at low frequencies and in the presence of signal noise may be poor
[10]. In Ref. [6], the sinusoidal signals are obtained from a linear
optical encoder by using an adaptive approach based on radial ba-
sis functions. Although high resolutions can be achieved with this
method, encoder changes and changes in the environmental condi-
tions require a new training period. In Ref. [5], high-order sinu-
soids from encoder signals are obtained and stored in a look-up
table to achieve high resolution. In Ref. [11], a sine-cosine inter-
polation using logic gates and comparators is proposed. In Ref.
[12], encoder signals are interpolated by using a digital signal
processor and an analog-to-digital converter. This interpolation
approach require additional hardware to obtain high resolution
from the encoder and its applicability to typical servo controllers
with a digital incremental encoder interface is limited [6].
In this paper, a new adaptive approach to obtain high resolution
position information based on the measured encoder signals is
presented. Our motivation is to develop a robust and an efficient
real-time interpolation algorithm that can be used in high preci-
sion modular positioning systems [13]. Main contributions of the
work presented here can be given as the adaptive characteristics
of the encoder signal correction process and the simplicity of the
interpolation step in terms of real-time computing performance.
With the adaptive nature of the signal correction step, significant
deviations in the encoder signals can be compensated and the
method can be applied on different sinusoidal encoders without
any parameter changes. These features also increase our method’s
applicability to multi-axis positioning systems requiring no
changes in the algorithm [14].
The remainder of this paper is organized as follows: In Sec. 2,
the developed method is discussed in detail. Section 3 presents the
validation experiments with different resolutions including the
best resolution we have obtained. Limitations on the proposed
method due to some practical constraints are given in Sec. 4.
Lastly, conclusions and future work are discussed in Sec. 5.
2 Overview of the Proposed Approach
The method proposed in this paper is composed of two main
steps: (1) correction of signal errors and (2) interpolation of the
corrected signals. These steps are labeled as Steps 1 and 2, respec-
tively, in Fig. 1. In the correction step, corrected quadrature sig-
nals u1 and u2 are calculated from measured encoder signals û1
and û2. After the correction step is completed, an index number, i,
calculated and corrected signals are mapped to high-order sinu-
soids, u1n and u2n, from a look-up table during the interpolation
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step. A pulse generator is used to generate the quadrature binary
pulses using these high-order sinusoids. Finally, the position infor-
mation is calculated by detecting the zero crossings of these bi-
nary pulses.
In the next three subsections, Steps 1 and 2 and the pulse gener-
ation and counting parts of the algorithm shown in Fig. 1 are
explained in detail.
2.1 Adaptive Encoder Signal Correction (Step 1). Meas-
ured signals from the encoder should be corrected before the inter-
polation step in order to avoid large errors. Common errors
affecting the quadrature encoder signals are the amplitude (A1 and
A2) difference, the mean offsets (m1 and m2) and the quadrature
phase shift ð/Þ errors as shown in Fig. 2.
In some applications, it is possible to have a constant signal
error all the way through the motion of the system. In such cases,
the error can be compensated using offline correction methods as
presented in Refs. [5] and [7]. When the encoder alignment is not
performed effectively or the system has a long movement range,
corresponding signal errors vary throughout the motion. Adaptive
correction approaches may be used to compensate these varying
errors to obtain higher encoder resolutions.
In this study, a recursive least squares estimation with exponen-
tial forgetting and resetting is used to adjust correction parameters
online. An ideal set of quadrature encoder signals, u1i and u2i, can
be expressed as
u1i ¼ A cos a
u2i ¼ A sin a
(1)
where A is the amplitude and a is the instantaneous angle of the
signals with a phase difference of p=2 radians.
Choosing an ideal set of quadrature encoder signals with ampli-
tude A1, the relationship between the measured (u1 and u2) and the
ideal (u1i and u2i) encoder signals can be written as




ðA1 cosða /ÞÞ þ m2
(2)
where m1 and m2 are the mean offset values, / is the quadrature
phase shift error, A1 and A2 are the amplitudes of measured
encoder signals and R is the gain ratio (A1/A2) of the amplitudes.
Using Eqs. (1) and (2), a least squares estimation formulation can
be constructed as shown in Eqs. (3) and (4).
h1u
2
1 þ h2u22 þ h3u1u2 þ h4u1 þ h5u2 ¼ 1 (3)
where
h1 ¼ ðA21 cos2 / m21  R2m22  2Rm1m2 sin /Þ
1
h2 ¼ h1R2
h3 ¼ 2h1R sin /
h4 ¼ 2h1ðm1 þ Rm2 sin /Þ
h5 ¼ 2h1RðRm2 þ m1 sin /Þ
(4)
It is possible to calculate hiði ¼ 1; 2; :::; 5Þ values offline. Since
we assume that the error changes dynamically, all parameters
used in Eq. (3) are functions of time as shown below
u1ðtÞh1ðtÞ þ u2ðtÞh2ðtÞ þ u3ðtÞh3ðtÞ þ u4ðtÞh4ðtÞ
þ u5ðtÞh5ðtÞ ¼ uTðtÞhðtÞ ¼ 1
(5)
where superscript T denotes the transpose of a matrix, t is the time
index, h0is are parameters to be determined, and u
0
is are calculated
functions from the measured encoder signal values (i.e., uis).
The objective of an RLS estimation algorithm is to determine
the parameters so that Eq. (5) is satisfied with minimum error. For
this purpose, a standard error-based cost function given in Eq. (6)
can be used.
Fig. 1 General flow diagram of the proposed approach
Fig. 2 Measured encoder signals with imperfections
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In Eq. (6), k is the index and k is a forgetting factor ð0 < k  1Þ.
By selecting the value of k, the contribution of the previous data
points to the current value of the cost function can be adjusted.
Then, a recursive parameter adjustment law which minimizes the
cost function shown in Eq. (6) can be given as shown below:
hðtÞ ¼ hðt 1Þ þ KðtÞð1 uTðtÞhðt 1ÞÞ
KðtÞ ¼ Pðt 1ÞuðtÞðkþ uTðtÞPðt 1ÞuðtÞÞ1
PðtÞ ¼ ðI  KðtÞuTðtÞÞPðt 1Þ=k
(7)
where I is identity matrix and P is a nonsingular matrix. P can be
chosen as P ¼ jI, where j is a large number. The parameter
adjustment mechanism described in Eq. (7) is known as the recur-
sive least squares estimation with exponential forgetting [15]. It
should be noted that the overall performance of the correction
algorithm changes with the selection of the forgetting factor, k,
the initial P matrix and the resetting period under different noise
and disturbance effects.
From this point forward time index t will be dropped from the
formulations for simplicity. Given h, the encoder signal correction
parameters (i.e., A1, R, m1, m2, and /) can be calculated as shown










m1 ¼ ð2h2h4  h5h3Þ=ðh23  4h1h2Þ
m2 ¼ ð2h1h5  h4h3Þ=ðh23  4h1h2Þ
A1 ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi




Then the corrected quadrature signals, û1 and û2 can be calculated








ððu1  m1Þ sin /þ Rðu2  m2ÞÞ
(9)
By applying the adjustment law presented in Eq. (7), correction
parameters are updated at each iteration step recursively consider-
ing the effects of parameter values from the previous iterations.
Hence, slow changes in the parameters can be covered efficiently.
In Fig. 3, changes in the signal amplitude, gain ratio, mean offsets,
and phase shift errors recorded during the 120 mm motion of our
single axis slider are shown. These traces show both slowly and
suddenly varying parameter value regions. To compensate for the
cases where sudden parameter value changes occur, the P matrix
given in Eq. (7) is reset periodically to its initial value (i.e., to jI).
As a result of resetting, the parameter estimate is updated with a
larger step size so that significant changes in the parameters can
be estimated properly as also explained in Ref. [15]. Resulting
convergence properties of parameters m1, m2, A1, R, and h are also
important for the performance of the interpolation algorithm.
Based on our studies for representative cases, our system’s con-
vergence rate is about 90 samples at the worst case while remain-
ing within the range of variations observed in Fig. 3 for each
parameter. Illustration of the encoder signals obtained before and
after the correction step using RLS estimation with exponential
forgetting and resetting is given in Fig. 4.
2.2 Signal Interpolation (Step 2). As the second step of the
method presented in this paper, a look-up table based interpolation
procedure is developed. Calculation of the higher order sinusoids
can be a tedious operation and may reduce the accuracy and the
real time performance of the interpolation process [5]. When the
signals obtained after the adaptive signal correction step are suffi-
ciently close to the ideal sinusoidal signal values, a quick access
look-up table using the actual numerical values of high-order sinu-
soids can be generated offline and used. This approach is also
easy to implement in practice and applicable to different encoders
and/or operating conditions.
The index calculator shown in Fig. 1, uses the values of the cor-
rected signals, û1 and û2, as inputs and generates an index number,
i. Using this number as the address (i.e., row number) on the table,
values of nth order sinusoids, u1n and u2n, corresponding to û1 and
û2 are calculated from the look-up table. The look-up table is con-
structed by dividing each octant (i.e., an interval of p=4 rad) to a
set of nth order sinusoidal signals, cosðnaÞ and sinðnaÞ, into N
samples leading 8N samples over one period of a high-order sinu-
soid. Then, values of these samples are stored in the look-up table
prior to the operation. An index based look-up table for an nth
order interpolation is given in Table 1.
In order to map the corrected signals to the nth order sinusoids
using the look-up table, the corresponding index number should
be calculated. As also observed by researchers in Ref. [5], when
the index calculation is based on just one signal (û1 or û2) poor
resolution will be obtained around û1  1 or û2  1 due to the
highly nonlinear relationship between the magnitude and the
angle of the signals in these regions. Using large N values may
solve this problem. However large N will increase the size of the
Fig. 3 Encoder signal parameters recorded through 120 mm
motion of the single axis slider
Fig. 4 Corrected and measured (actual) encoder signals
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look-up table increasing the computational burden. As a more
computationally efficient alternative, the index number may be
calculated using one of the signals, û1 or û2, depending on which
signal is outside of the poor resolution region. The poor resolution









The index number, i, can be calculated by using the nearly linear
relationship between the magnitude and the angle a outside the
poor regions. The signs and magnitudes of û1 and û2 signals can
be used to find the correct octant of the current angle. For exam-
ple, for 0 < a  p=4, the conditions signðû1Þ > 0 and
û2  sinðp=4Þ are valid. Since û2 is in the poor resolution region
mentioned above, it is suitable to use the value of û1 to calculate
the index value. Using the linear relationship between the magni-
tude of û1 and the angle, a, index number, i, can be calculated as
shown in below equation:
i ¼ û1N
sinðp=4Þ (11)
In Table 2, two conditions are defined to calculate the index num-
ber given signals û1 and û2. These are labeled as the sign and the
magnitude conditions. Once a row which satisfies both the sign
and the magnitude conditions is identified, the corresponding for-
mula is used to calculate the index value as described in the previ-
ous paragraph. Since the table is constructed by considering only
the signs and magnitudes of the available encoder signals, it is
easier to understand for analysis and implement in real-time
compared to the alternatives reported in the literature. While using
Eq. (11) or similar ones given in Table 2 for the other octants of
sinusoids, index numbers obtained may not always be integers.
For such cases the index value should be rounded to the closest in-
teger value in order to read the correct value in the look-up table.
After using Table 2 for calculation of the index number and
obtaining the corresponding values from the look-up table
(Table 1), nth order sinusoidal signals can be obtained. Interpola-
tion results for n¼ 25 is given in Fig. 5 where N is chosen as
1000. For the same example, the calculated index number, i, and
the corresponding corrected signals, û1 and û2, are shown together
in Fig. 6. Amplitudes of both sinusoidal signals are set to 8000
intentionally to show the relationship between signal and the
index number clearly for this figure. As expected, the index num-
ber varies from 0 to 8000 (8N) linearly in one period of signals.
2.3 Binary Pulse Generation. The interpolated encoder sig-
nals, u1n and u2n, should be converted to binary pulses for calcu-
lating the position information. The position information can be
obtained by counting the zero-crossings of these binary pulses.
Although additional hardware can be used, this can be done as
part of the algorithm by generating the A and the B binary pulses
given in below equation:
A ¼
1 if u1n  e
1 if u1n  e

B ¼
1 if u2n  e
1 if u2n  e
 (12)
where e is a threshold value. With the proper selection of this
threshold, undesired zero crossings can be eliminated.






























Table 2 Index calculation table
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Fig. 5 Interpolation results for n 5 25
Fig. 6 Variation of index number for n 5 25
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In Fig. 7, binary pulses generated using Eq. (12) are shown
with the corrected analog signals (û1 and û2) when the threshold,
e, is set to 0.05 V. Amplitudes of binary pulses are set to 0.4 and
0.6 for A and B, respectively, for presentation purposes.
3 Validation and Closed-Loop Experiment Results
In this section, the performance of the proposed encoder signal
interpolation method using different resolutions is presented. The
experiments are conducted on a single axis slider positioning sys-
tem shown in Fig. 8. The slider is driven by a permanent magnet
linear motor. A linear optical encoder with the original measure-
ment resolution of 1 lm is used as the position sensor. Travel
range of the slider is 120 mm. The sensor signals are received
from the linear encoder attached to the slider. Then, the proposed
method is applied in real-time to obtain high resolution position
measurements for different cases.
In Figs. 9 and 10 the interpolation results with n¼ 50 and
n¼ 100 are shown, respectively. In Fig. 5, interpolation with
n¼ 25 is also given. In these figures, interpolated signals and cor-
rected signals are shown together to illustrate the performance of
the presented method. All experiments are performed using
N¼ 1000 samples per octant.
In order to validate our interpolation method externally a test
setup is prepared using a two-arm differential laser vibrometer
with 3 nm measurement resolution. One of the laser arms is
directed to the stationary part of the slider as the reference and the
other arm is positioned to point at the moving part of the slider
system. In Figs. 11(a) and 11(b), the displacement measurements
obtained with the vibrometer and the linear encoder with interpo-
lation are given together for n¼ 100, n¼ 50. These values corre-
spond to measurement resolutions of 10 nm, 20 nm, respectively.
Fig. 8 Single axis slider
Fig. 9 Interpolation results for n 5 50
Fig. 10 Interpolation results for n 5 100
Fig. 11 Validation of the proposed method for (a) n 5 100 and
(b) n 5 50
Fig. 7 Binary pulses obtained for n 5 25
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For both cases, interpolation results match with the displacements
measured with laser vibrometer. Root mean square (RMS) values
for the measurement difference between the vibrometer and the
linear encoder with interpolation are calculated as 7.2 nm and
8.3 nm for n¼ 100 and n¼ 50, respectively. Since these values
are below the intended measurement resolutions, it can be con-
cluded that the proposed method is validated successfully.
The positioning performance of the single axis slider system is
evaluated to compare the cases with and without interpolation of
the encoder signals. A conventional proportional-integral-
derivative (PID) controller is used as the feedback controller. For
the test “with interpolation,” n¼ 100 is used so that the resolution
of the measured position is 10 nm. In Fig. 12, the tracking per-
formance of the system for a reference input of 7 lm is given. In
order to compare the tracking errors better, the reference input is
given as an S-curve. In this figure, the significantly improved
tracking performance of the system at sub-micrometer level is
observed clearly. For the test “without interpolation,” RMS of the
tracking error is calculated as 312.14 nm. When the encoder reso-
lution is increased to 10 nm using the interpolation method, the
same error is reduced to 121.53 nm.
The method presented here is also successfully implemented on
a two axis positioning system achieving high-tracking and con-
touring accuracy. Details of this study can be found in Ref. [14].
4 Limitations
Application of the proposed method to generate high-resolution
quadrature encoder signals may be limited in some cases due to
practical constraints such as the sampling capabilities of the sys-
tem, the velocity of slider and the signal noise.
Linear optical encoders generate sinusoidal signals with a period
equal to the grating pitch of the encoder scale, lp. With the imple-
mentation of the proposed method, nth order sinusoids with a period
equal to lp/n are generated. Hence, when N1 samples are recorded in
one period of original first order sinusoidal encoder signal, interpola-
tion number can be expressed as n¼N1/Nn, where Nn is the number
of samples in one period of nth order sinusoid. Similarly, the maxi-
mum interpolation number, nmax, can then be calculated as
nmax ¼ Nmax1 =Nminn , where Nmax1 is the maximum number of samples
that can be recorded in one period of the original encoder signals
and Nminn is the minimum number of samples to represent an nth
order sinusoid. This calculation shows the minimum encoder resolu-
tion is limited by the sampling performance for the system.
Another constraint for the interpolation number is the velocity
of the slider motion. Defining the loop time, tlp, as the time
required to process one sample of the encoder signal, the maxi-
mum interpolation number and maximum velocity of the motion,





The electrical noise affecting the encoder signals is also an impor-
tant factor limiting the interpolation number. Sensitivity to noise
increases with increasing n as observed in Figs. 5, 9, and 10. In
order to reach high encoder resolution using the proposed
interpolation method, the noise in the encoder signals should be
minimized by shielding, grounding and filtering. The effect of
noise can also be eliminated with the proper selection of the
threshold value, , during the pulse generation task as previously
mentioned.
5 Conclusions
In this paper, a new method to calculate high resolution position
information from measured quadrature encoder signals is pre-
sented. The signal errors are corrected first by using a recursive
least squares estimation with exponential forgetting and resetting.
Due to the adaptive characteristics of the correction algorithm,
dynamically changing errors can be compensated effectively.
Then, these corrected signals are mapped to high-order sinusoids
by using a computationally effective look up table based interpo-
lation calculation. The external validation of the method using a
differential laser vibrometer is presented. The effectiveness of the
proposed method in real-time closed loop systems is illustrated
with the experimental results. Limitations on the proposed method
due to the practical constraints are also discussed.
Using the proposed method, 10 nm measurement resolution is
obtained with an optical encoder having 1 lm original (off-the-shelf)
resolution. Applicability of the proposed method is proven with the
implementation on single and two-axis positioning devices without
requiring any additional hardware. Combining our interpolation
method with a suitable controller, tracking performance of both sin-
gle and multiple axis systems are increased significantly.
Although nanometer level resolutions are obtained with the pre-
sented method, its sensitivity to noise cannot be ignored for large
interpolation numbers ðn > 100Þ. Our future work focuses on the
reduction of sensitivity to noise by hardware and the improve-
ments to our interpolation method with the inclusion of various
stochastic signal models.
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